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POLICY LANGUAGE REVIEW:  CR 30-A Traffic Study

Current Language
Walton County Land Development Code (LDC)
CHAPTER V. DEVELOPMENT DESIGN & IMPROVEMENT STANDARDS
5.01.00 LANDSCAPING
5.01.03. Landscaping of Vehicular Use Areas.  B. Perimeter Requirements. 1. Landscaped material requirements in perimeter 
area. b. Trees and other landscaping required in the perimeter strip shall be maintained to assure unobstructed visibility between 
three (3) and nine (9) feet above the average grade of the adjacent street and the driveway intersections through the perimeter 
strip.

5.01.03.B.2 Sprinkler Systems ADD
5.04.00 TRANSPORTATION SYSTEMS
5.04.02. Street Classification System. B. Classification of Streets. 2. Collector Roads. Collector roads shall be designed to have a 
minimum posted speed of not less than 30 mph.
5.04.03 B. INTERCONNECTIONS ADD

5.04.03.H.Sidewalks. 4 ADD

5.04.03.H.5 ADD
5.04.04 Access Management C.  Separation of Access Points.
5.04.04 D. Service Roads, Joint Access, Shared Access. 1. Joint use driveways and cross access easements shall be established 
wherever feasible along arterial and collector streets.

5.04.04 E. ADD

5.04.04 F. ADD

5.04.04 G. ADD

5.04.04 H. ADD
Chapter VII. SIGNS
7.03.02. Directional Signs.  Directional signs limited in area to four square feet, giving directions to motorists regarding the 
location of parking areas and access drives shall be permitted as permanent signs on all parcels and shall not be counted as part 
of an occupancy’s allowable sign area.
7.07.03 Illumination Standards.

7.07.05. Clearance Standards. B. Over vehicular ways. All signs over vehicular ways shall provide a minimum of 16 feet of 
clearance.

Recommendations

 

Replace Title to: Landscaping of Vehicular Use Areas and Trails/Sidewalks. Add: B.1.c. Landscaping placed adjacent to a 
sidewalk or trail along the public right-of-way must ensure sight visibility from roadway (for security purposes) with vertical clear 
zone between 3.0' to 9.0', and lateral clearance from pedestrian facility of 2.0' minimum on both sides. 
Add: All sprinkler systems must be placed away from the sidewalk/trail or other pedestrian areas, and operate in such manner to 
not impede pedestrian/bicycle movement.

Add: CR 30-A can be designed to have a minimum 25 mph posted speed limit.

Modify:  Move current B. Stub Streets. Under I. Stub Streets (Note: duplicate subsections). Add B.1. Vehicular and pedestrian 
interconnections shall be provided between all compatible land uses. 2. Vehicular interconnections are encouraged between all 
incompatible land uses. 3. Pedestrian interconnections shall be provided between all incompatible land uses.  4. Cross access 
easements shall be dedicated along the interconnection to the primary roadway right-of-way line.  
Add: 4. Refer to Chapter 13.02.00 The Route 30A Scenic Corridor for minimum sidewalk/trail width requirements along CR 30-
A.
Add: 5.  Pedestrian crosswalks shall be designed and delineated in accordance with Walton County standards, and may be colored, 
stamped or brick pavers.  
Add 4.  Chapter 13.02.00 The Route 30-A Scenic Corridor for separation of access point requirements for CR 30-A.
Add: 4. Refer to Chapter 13.02.00 The Route 30-A Scenic Corridor for service roads and joint use access requirements for CR 30-
A.
Add E. Auxiliary Turn Lanes, Requirements recently added in the Transportation Concurrency Methodologies and Procedures, 
LDC Appendix C-3, Section 15.
Add F. Driveway Throat Lengths, Requirements recently added in the Transportation Concurrency Methodologies and 
Procedures, LDC Appendix C-3, Section 15.
Add G. Drive-Thru Facilities, Requirements recently added in the Transportation Concurrency Methodologies and Procedures, 
LDC Appendix C-3, Section 15.
Add H. Gated Entrances, Requirements recently added in the Transportation Concurrency Methodologies and Procedures, LDC 
Appendix C-3, Section 15.

Add: All directional signs shall be installed in accordance with the Manual on Uniform Traffic Control Devices (MUTCD). Refer 
to Chapter 13.02.00 for additional directional sign requirements along CR 30-A.
Add: D. Refer to Chapter 13.02.00 The Route 30-A Scenic Corridor for additional illumination standards along CR 30-A.

Replace: Minimum clearance requirements to 17 feet. (Note: FDOT has modified standards regarding signals/signs.) 
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Chapter XIII.  SCENIC CORRIDOR AND VISTAS

13.01.00 Statement of Purpose
13.02.00. THE ROUTE 30A SCENIC CORRIDOR

B.  Applicability.
B. Table 1: Section Location Designation
D.4. Landscaping of Public Right-of-way

D.5 ADD

D.6 ADD
E. Driveway/Access/Parking Standards.
1. Driveway or access width shall be limited to 22 feet.
3. Driveways shall be no closer than 50’ apart, except where the width of the parcel does not allow for this separation. In 
such cases where the parcel width does not provide for a 100’ driveway separation, the site shall be designed to maximize 
the separation of driveways. Separation shall be measured from the centerline of each driveway.

13.02.00 E.4 ADD

4. Parking configurations, which require backing into CR 30-A, are prohibited.
5. Parking within right-of-ways is prohibited except in designated “Town” areas and then only in a parallel configuration on 
the north side of the street. Parking bays may have no more than 5 contiguous spaces without a landscaped break of 20 feet 
and bays shall be a minimum of 10 feet deep off of the 11 feet driving and curb lanes.

13.02.00 E. 6. No new parking is permitted at 45 degrees or 90 degrees to the roadway, which requires backing into the 
driving lanes except in areas that provide allowable parallel parking. Where impractical to eliminate existing 90 degree 
parking, spaces shall be modified to 45 degree parking.

13.02.00 E.10. ADD

13.02.00 E.11. ADD
13.02.00 E.12. ADD 

 
Add:  The CR 30-A Corridor has been designated a constrained facility for the purpose of transportation improvements and 
preservation of the environment.  A capacity constrained facility is defined as a roadway segment where an improvement 
that will resolve the deficiency is not feasible due to environmental constraints, regulatory constraints or cost prohibitive right-
of-way demands.

Add: Refer to LDC Appendix for CR 30-A Design Standards.  CR 30-A design standards pertain to vehicle and pedestrian 
interconnections, golf carts, traffic signals and Intelligent Transportation System (ITS), shade trees/shrubbery adjacent to 
trails, illumination standards, parking standards, sidewalk/trail requirements, lateral clear zone requirements, underground 
utilities, speed limit restrictions, ADA standards, bicycle/pedestrian crossings, clear visibility triangle, turn lanes, medians, 
compact intersection design, shoulders/in-road bicycle lanes, access management and driveway connections setback.  
Modify: All town, residential and rural section designations to revised limits in CR 30-A Traffic Study.

Add: 5.  The clear visibility sight triangle requirements must be satisfied from all side roads or driveway intersections and 
designated on all landscape plans.
Add: 6.  Shade Trees and Shrubbery Adjacent to Trails:  Refer to CR 30-A Design Standards for details on sizing and 
location of trees and shrubbery adjacent to trails along CR 30-A.  
Modify Title to:  E. Driveway/Access/Parking Standards/Clear Visibility Triangle/Pedestrian Crosswalks.  
Add: 1. Commercial driveways shall not exceed a maximum width of 35'.  

Replace/ add:  3. Minimum offset distances between driveways on opposite sides of the roadway are required to be offset by 
200'.  Driveways shall be no closer than 250' apart, except where the parcel does not allow for this separation.  In such 
cases where the parcel width does not provide a 250' separation, a joint use driveway should be required.  If the joint use 
driveway is determined to be unfeasible at the time of permitting, the site shall be designed to maximize the separation of 
driveways or provide a cross access easement to accommodate a future joint use access.  Non-conforming driveways may 
be required to be modified in the future, at the property owner's expense, if a joint use access becomes attainable.  
Add: 4.  Easements are required to be secured for joint use driveways.
Change to:  5. No new single-family lot shall be configured to allow backing directly into CR 30-A unless the lot depth and 
density does not allow construction of an internal access. 

Change to: 6. Allow parallel or angle parking only if buffered by a raised median (minimum 5' in width).  Parking spaces shall 
be a minimum width of 7' and 20' in length.
Replace/Add: 7. No new parking is permitted at 45 degrees or 90 degrees to the roadway, which requires backing into the 
driving lanes. Where impractical to eliminate existing 45 or 90 degree parking, spaces shall be modified to parallel parking, 
provide a 4’ wide shoulder adjacent to the travel lane and 10’ trail adjacent to retrofit parallel parking if feasible.  A fifty foot 
(50’) corner clearance is desired to retrofit parking spaces.
Add: 10. The clear visibility ‘sight distance’ triangle shall satisfy distances shown in the CR 30-A Design Standards, 
Appendix C.4.  Distances are measured from the centerline of the side street or driveway a distance of 15’ from the edge of 
the travel lane of the major street.
Add: 11. Any existing driveway which has been demonstrated to be a safety problem along CR 30-A, shall be modified upon 
notification from Walton County at the property owner’s expense. 
Add:  12. Designated pedestrian crosswalks along CR 30-A must not be installed at a distance closer than 200 feet. 
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                    Current Language                                                                                                                                 Recommendations
F. Sign Control.

13.02.00 F.3. Sign standards. ADD

13.02.00 F.5. ADD

13.05.00 F.6. ADD

GLOSARY OF TERMS (Exists at End of Document)

Walton County Comprehensive Plan
FUTURE LAND USE ELEMENT
Objective L-1.1 B: Land Uses in South Walton County
B. (3) (a) 1.d. Access Standards - Access to commercial and workplace use in projects located along US 98 and US 331 shall be 
subject to the minimum spacing standards, joint driveway provisions and cross access easements of the Walton County Scenic 
Corridor Guidelines, as incorporated into the Land Development Code.
B. (3) (a) 2.b. Infill Projects (IF): Infill development generally consists of unplatted or vacant parcels of land surrounded by 
development on three or more sides, where the size of the undeveloped infill parcels is 10 acres or less for the total Infill area. IF 
project areas are identified as part of the County’s Future Land Use Map series, and are adopted as discrete land use categories 
within the NPA.  In addition to the general criteria for all development projects within a NPA.  Infill Projects must also conform 
with the following:
vi. Infill projects must conform with the following, as applicable:
a. Native vegetation must be reestablished in the buffer areas of the US 98/331 Scenic Corridor.
b. Residential projects within the US 98/331 Scenic Corridor must meet landscaping requirements of the US 98/331 Scenic 
Corridor Standards.
c. Residential projects within 300 feet of C30-A must have bike path connectors.

B. (3) 1a) 2.b. vi.j. ADD

Add: c.  Speed Limit Signs.  The minimum speed limit along CR 30-A is 25 mph.  The maximum speed limit is 40 mph, and may 
be posted at 45 mph if paved shoulders or bike lanes exist on both sides of roadway.  d.     Sign Locations. All post mounted signs 
must satisfy lateral clear zone requirements, vertical height requirements for ADA, and be designed for wind speeds of 120 mph.  
e.   Directonal Signs. Directional signs shall be installed at primary entrances to visitor and/or public parking areas.  These signs 
shall be limited to two (2) by two (2) feet in dimension and permitted as permanent signs on parcels.  Signs shall be green with 
white lettering and indicate visitor or public parking.

Add: 5.       Mast Arm Signals.  a.  Ornamental mast arm support systems are required.  b. Mast arm support signal poles shall be 
designed to a wind speed of 130 mph along CR 30-A and for all roadways located within 15 miles from the coast and along all 
Strategic Intermodal System (SIS) roadways.

Add 6.       Dynamic Message Signs (DMS).  a. Small DMS used for traffic and emergency management may be allowed along CR 
30-A.  b.  All DMS must be approved by the CR 30-A Design Review Board, Walton County Public Works and Emergency 
Management.  c. See CR 30-A Design Standards, Appendix C.4.3 for further detail as to when these signs should be used. 

Replace: Correct spelling 'GLOSSARY'.

Consider referencing CR 30-A, in addition to US 98 and US 331

Consider including CR 30-A

Consider including CR 30-A
Consider modifying: Residential projects located 300 feet from the right-of-way of Scenic 30-A must provide bicycle/pedestrian 
interconnections, and provide vehicular interconnections to compatible developments, as incorporated in the Land Development 
Code. 
Consider adding: j.  All new developments fronting Scenic 30-A Corridor must provide a minimum 10' trail along Scenic 30-A 
Corridor for all new facilities.
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Add: The County will develop an Intelligent Transportation System (ITS) and Advanced Transportation Management System 
(ATMS) to improve public safety, communications, and provide/manage real time traffic during emergencies and hurricane 
evacuation. 

Add:  CR 30-A  LOS D  Constrained Facility.  LOS D plus 20% is defined as 120% of the maximum service flow of LOS D for 
the purposes of a capacity constrained facility.  The CR 30-A Corridor has been designated as a constrained facility for the 
purpose of transportation improvements and preservation of the environment.

Add:   The County shall coordinate with the Okaloosa-Walton Transportation Planning Organization (TPO) and Okaloosa County 
Transit (OCT) to identify mass transit as an alternative mode of transportation to expand such services to the South Walton 
Beaches.

Add:  1. The County shall develop a plan to install an Advanced Transportation Management System (ATMS) to improve public 
safety, communications, and provide/manage real time traffic information during emergencies and hurricane evacuation. 2.  
Walton County should also plan for joint Emergency Management Center with the ATMS. 3.  ITS includes Closed-Circuit 
Television (CCTV) for monitoring traffic Dynamic Message Signs (DMS), and electronic Kiosks. 4.  Traffic signal and ITS 
Technical Specifications should be developed for Walton County including interconnected communications, signal types, color 
mast arms, type controllers, underground (near coast) fiber communications, and ITS capabilities.  5.  Installation of conduit for 
underground fiber-optic cable should be considered during construction of all new or reconstruction of major collector and arterial 
roadways.

Add: Pursue Interlocal Agreement with City Municipalities to address Traffic Concurrency.
Add:  Pursue Interlocal Agreement w/ School Board to review Site Plans and require transportation improvements to facilitate 
Safe Route to School Program at a minimum.

COASTAL ZONE, CONSERVATION ELEMENT
GOAL C-4: TO PROTECT PEOPLE, AND PROPERTY IN THE COASTAL AREAS BY DEFINING APPROPRIATE LAND 
USE MECHANISMS LIMITING DEVELOPMENT IN HIGH HAZARD AREAS AND PROTECTING THE INTRINSIC 
COASTAL RESOURCES. TO LIMIT PUBLIC EXPENDITURES IN AREAS SUBJECT TO DESTRUCTION BY NATURAL 
DISASTERS, EXCEPT AS NEEDED TO CORRECT EXISTING POLLUTION PROBLEMS OR REDUCE HURRICANE 
EVACUATION TIME.
Policy C-4.6.2 ADD 

TRAFFIC CIRCULATION ELEMENT
GOAL T-1:  PROVIDE A SAFE, COST EFFECTIVE TRANSPORTATION SYSTEM WITH ADEQUATE 
TRANSPORTATION FACILITIES AND SERVICES IN PLACE CONCURRENT WITH THE IMPACTS OF 
DEVELOPMENT

Policy T-1.1.1: The County hereby adopts the following minimum peak hour levels of service standards for its roadways.

Objective T-1.6: Multi-Modal System 
Policy T-1.6.5. Multi-modal Systems (CR 30-A Scenic Corridor) ADD

POLICY T-1.7.4 - ATMS and ITS: ADD

INTERGOVERNMENTAL COORDINATION ELEMENT
Policy IC-1.6.4: Interlocal Agreements ADD

Policy IC-1.6.5: Interlocal Agreements ADD
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